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3. Contractor shall visit site prior to initiation of work and shall notify ACTON " : ,
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all catch basins, manholes & pipes shall be cleaned after the completion LIMIT OF SAS DETERMINED Yy WF#1 /2 )
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13.No attempt was made, in preparing the plans, to ascertain the location of WOOD POSTS TO FOLLOW SURFACE OF DRIVEWAY
non—visually apparent subsurface utilities and structures, or conditions. 30" BURY 3' OFF VENT & Wm
14.The limit of work shall be as designated and / or the edge of the proposed 6" IN FRONT OF VENT NT.S PLACE 150f STONES ACROSS TRENCH
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15. Materials imported to the site shall be free of hazardous waste and noxious TO_SURFACE
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19.All pavements shall be cut to a vertical face outside limits of prior disturbance \ PARKING . FROM PRODUCTS OF EROSION
and prior to installing adjacent new pavements. All new pavements shall be ‘g \ ; SIGN I m____
installed in @ manner that is uniform, with watertight joints resulting. / \is TRENCH STEP DETA"-
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THE SITE IN ACCORDANCE WITH ALL APPLICABLE REGULATIONS. =
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9. CENTRAL STREET SWALE AND DRAIN ARE TO BE MAINTAINED CLEAN
THROUGHOUT CONSTRUCTION PROCESS.
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